


Accessories
Flame arrester "Adapt-FS" version 1 in accordance with data sheet
I-11001, made of 316 Ti (1.4571) / channel 304 stainl. steel (1.4301),
process connection G ½ B (½" BSP) in accordance with EN 837-1,
with EG type approval certificate  PTB 99 ATEX 4023 X in accordance
with directive 94/9/EG, marking of this protection system:
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Pressure Ranges/Overpressure Limits

How to Order

Model code: Inside diaphragm PTMEx
Flush welded diaphragm PTMExFB

Housing: Standard: without code letter
Field case: FG

Medium
temperature: Standard version, without code letter

up to +80 °C

with temperature
decoupling,
up to +140 °C (+284 °F): TE
(see left)

Ignition protection type: ib

Marking with
temperature class:  T4, T5, or T6

Pressure type: Relative pressure: (r)
Absolute pressure: (a)

Pressure range: see table above, e.g. 0-4 bar

Output signal: Standard: 4 ... 20 mA,
Option: 0 ... 20 mA

Special
configurations: e.g. process connection ½" NPT, M 22x1.5

and others., see on the left; special fitting
position, other special configurations upon
request

Examples for Ordering Information:

PTMEx ib T6 (r) -1/+3 bar, 4...20 mA
i.e.: PTMEx pressure transmitter with explosion protection, standard version
for max. medium temperature  +80 °C (+176 °F), ignition protection type ib,
temperature class T6, for relative pressure -1/+3 bar, output signal 4...20 mA
(2-wire), process connection G ½ B (½" BSP)

PTMExFG TE ib T6 (a) 0-6 bar, 0...20 mA
i.e.: PTMExFG pressure transmitter in field case with explosion protection,
with temperature decoupling for max. medium temperature +140 °C (+284 °F),
ignition protection type ib, temperature class T6, for absolute pressure 0-6 bar,
output signal 0...20 mA (3-wire), process connection G ½ B (½" BSP)

PTMExFB ib T5 (r) 0-400 mbar, 4...20 mA, G1B
i.e.: PTMExFB pressure transmitter with explosion protection, standard version
for max. medium temperature +80 °C (+176 °F), ignition protection type ib,
marking with temperature class T5, for relative pressure 0-400 mbar, output
signal 4...20 mA (2-wire), process connection G 1 B with flush diaphragm

Special Configurations

• Model with temperature decoupling for temperatures of -10 °C
to +140 °C (+14 to 284 °F), code letters TE

• Electrical connection IP 67, cable venting;
round connector with screw plug M 12, IP 65

• Field case, ordering code: ..FG (e.g. PTMExFG, PTMExFBFG),
Solid construction, screwed-on cover ring with O-ring seal for
adjustment potentiometers accessible from the outside, screw-
on cover for connection chamber with O-ring thread protection,
terminals 4 mm2, cable fitting M 16x1.5 for cable diameters of
4.5-10 mm (.18...39"), protection type IP 65 or optionally IP 67,
inside chamber venting through integrated sinter filter (IP65)
respectively vented connection cable in the case of IP 67

• Output signal
0... 20 mA, 3-wire

Auxiliary power: 9...30 V DC,
max. permissible operating voltage 30 VDC

Load: RBmax = ( UB – 9 V ) / 20 mA

(UB = Operating voltage, RBmax = max. perm. load resistance including cable)

Load influence: < 0.1%/100 Ohm

• Other process connections:
– Model PTMEx: ½" NPT in accordance with DIN EN 837-1

– Model PTMExFB, pressure ranges from 1.6 to 25 bar
(standard at < 1 bar):
G 1 B (1" BSP) with NBR O-ring

pressure ranges from 1 bar to 60 bar
G ½ B (½" BSP) or M 22 x 1.5  with NBR O-ring

• Connection to Zone 0
with usage of our adapter "Adapt-FS" (see right column at the
top); connection to Zone 0 using a correspondingly approved
diaphragm chemical seal upon request
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The pressure transmitters are available also with the corresponding
psi pressure ranges without extra charges.



Connection Diagrams:

Housing Types, Dimensions, Weight, Connection Diagrams

Option: Temperature decoupling

The information in this leaflet is given in good faith, but we reserve the right to make changes without notice.

Cable connection
Venting through cable
Protection type IP 67

Round connector with screw plug
Venting through cable
Protection type IP 65

Field case
Code letters FG

Screwed cable gland M 16x1.5
Venting through sinter filter, IP 65
Option: venting through cable, IP 67

Weight
Field case: approx.  0.46 kg (1.01 lb),
with temperature decoupling approx.
+0.05 kg (+0.11 lb)

Screwed cable gland M 16x1.5DIN EN 175301-803

Standard housing
(without additional code letters)

Plug connector DIN  EN 175301-803
Venting through connector
Protection type IP 65
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Weight  Standard housing: approx.  0.20 kg (0.44 lb),
with temperature decoupling approx. +0.05 kg (+0.11 lb)
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