






Temperature test

MDM 7510 DN 80 (3") trapezoidal with

pressure range 100 mbar 

Δp PTM -50-0-50 mbar 

white oil 1, minus-side

MDM 7510 DN 80 (3") sinus-shaped with 

pressure range 100 mbar

Δp PTM -50-0-50 mbar 

white oil 1, plus-side

Zero deviation
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Result: In this case the properties of the High Soft Membrane are 17-times more 
             accurate than the previous sinus-shaped membrane at same pressure and   
             same temperature conditions.



Measuring results

MDM 7510 DN 80 (3") trapezoidal 
with Δp PTM -50-0-50 mbar 
withe oil 1, minus-side

MDM 7510 DN 80 (3") trapezoidal 
with Δp PTM -50-0-50 mbar 
white oil 1, plus-side

MDM 7510 DN 80 (3") sinus-shaped 
with Δp PTM -50-0-50 mbar 
white oill 1, plus-side

MDM 7510 DN 80 (3") sinus-shaped 
with Δp PTM -50-0-50 mbar 
white oil 1, minus-side
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Sinus-shaped Membrane High Soft Membrane



Technical information

• Standard for flange- and cellular type chemical seals of DN 50 resp. NPS 2"1) and above        
  MDM models 7510, 7520, 7550and 7560

• Temperature range:		  -40 °C - +400 °C (-40 °F - +752 °F)

• Material:				  

• Field of application:		  chemical industry
					     oil production, oil transport, oil processing
					     and others
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Chemical seal 
body

High Soft  Membrane

1.4435

1.4435

1.4571

1.4539 Uranus B6

1.4462 Duplex

2.4610 Hastelloy C4

2.4819 Hastelloy C 276

2.4856 Inconel 625

2.4360 Monel 400

2.4068 Nickle

– Tantal


